ADJACENT LAWN,
FLUSH WITH DRAIN AT TOE OF SLOPE
LANDSCAPE TO DRAIN AT 3% MIN

WHEN THE DRAIN SITS ADJACENT TO AN ELEVATED
OR VERTICAL SURFACE, THE TRENCH DRAIN SHALL
BE OFFSET AS DELINEATED FROM ADJACENT
WALL, PLATFORM, OR OTHER ELEVATED SURFACE
TRENCH DRAIN CHANNEL SYSTEM WITH BOLT

DOWN GRATE. GRATE SHALL MEET ADA AND H20
REQUIREMENTS

LOCK DOWN BOLT

SIDEWALK/PLAZA PAVING (TYPICAL BOTH SIDES)

DOWEL CONNECTION AND COLD JOINT WHEN
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g, YA \/\\\///\\\//\ SEE DETAIL PSD CONC-4, TYP.
wn 2
w # (/\\/// EXPANSION JOINT AND TOOLED EDGE WHEN
& >\\///\ | ADJACENT TO A VERTICAL SURFACE. EXPANSION
> >\///\ | JOINT TO BE 1/2" FELT WITH 1/4" RADIUS TOOLED
¢ ’/\\//2\ MIN I EDGE. FILL VOID WITH BACKER ROD AND CAULK TO
' NP ~ | MATCH CONCRETE COLOR. INSTALL WHERE
N ; ,\\//\ ‘e e 4 g ‘\‘I SHOWN ON PLANS, OR WHERE CONCRETE PAVING
\ // RN S N—— MEETS VERTICAL SURFACE, DELETE IN A
5 Z f NNDS0:050:0: | SIDEWALK OR PLAZA CONDITION
= ///\o SOTOOOONI
LRI
NN NN NN
RORRRR I

AGGREGATE BASE OR SUBBASE, COMPACTED

FROM 90% MINIMUM TO 95% MAXIMUM, RELATIVE
COMPACTION

NATIVE SOIL COMPACTED TO 90% MINIMUM,
RELATIVE COMPACTION

NOTES:

1. CONTRACTOR TO PROVIDE SHOP DRAWINGS OF DRAIN, GRATING,
CONNECTIONS, OUTLET PIPE AND ALL OTHER COMPONENTS FOR
REVIEW AND APPROVAL

2. CHANNEL SYSTEM MAY REQUIRE MITER CUTS TO FIT RADIUS

3. ACCEPTABLE MANUFACTURERS: ABT INC., POLYDRAIN CHANNEL
SYSTEM WITH GRATE MODEL #454, OR APPROVED EQUAL
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